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Hazard Classification and Identification Report
for Transport of Goods
X - — 4 {kE ik CR2032 3.0V 225mAh
X
oo L AR Chinese
Sample Name . L.i-Mn02 Battery CR2032 3.0V 225mAh
FEL
English
EX R ¥ HMZ G HEER AR AR
Applicant EVE Energy Co., Ltd.
AL HNZAAR AR AT PR 22 7
Manufacturer EVE Energy Co., lLtd.
Bk, 25 R iEdi e Cakl M) 665
Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 66th Edition
5, WEgnR &R
Sample appearance Silvery Button metal shell
&, ¥ 1% B Bt <2, Ske.
Package information Lithium batteries total net weight<:2.bkg.
Ay g & ;5 %+ Capacity MEF X ¥ g ¥ke #HF
NO. Battery type Model /424 Li content Placement Unit weight | Quantity
| AT A e A 4 i e s CR2032 225mAh / =0.3g B A IR A 0. 0032 600
Primary Li-metal cell Battery only
1. fafe iR %) (Hazards identification)
1
Miscellaneous,
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% 2 2. ZeERERNZERbe (ER&EAN) FHEH2ET0 (Suggestion according to IATA DGR)
=
6 Proper Shipping Name:Lithium metal batteries
2 > |Class or Division:9
LN =
— |UN Number:UN3090
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© |3. @FE K (Packaging requirements) :
. % AL " e " h
# G |HREYI968R TR ER . \X \\(JI/T e
5 The article is packaged according to the Packaging Tnstruction 968, SB@ i TB. -_:-\ ik
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Cargo Aircraft Only ;
R, 2024-12-11  EHAM: 2024-12-11 £
Inspection Date: |ssue Date: Effecti
i
Comment
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Approver: = Checker:

Appraiser:
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No. Inspection results and other things
et B AT AR b CEE A (66RK) 3. 9. 2. 6. 1 (e) s () SRS U 4 FlE AT .
A8 5 P A v A R R s R v vt
A M ST P P R AN A T DA B A T O H MR i85, AT e i,
Lithium cells and batteries listed in this report were manufactured under the quality management program described in IATA
1 DGR 66th 3.9.2.6. 1(e).
Lithium cells and batteries listed in this report are not damaged or defective cells or batteries.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be shipped
for recycling or disposal.
U E AT A CoEhd B A ] GRIGFIFRETMD SELLIRE 438, 3/ AH Ml 3k .
BRI AR SRS, 2mBk PR . QACHFAENERAT CEB MBI Y R 0 HE RS RG .
Lithium cells and batteries listed in this report are of the types proved to meet the requirements of
each applicable test in the UN Manual of Tests and Criteria, Part 11l, sub-section 38, 3.
The package has passed the 1.2m drop test. The package has passed the stacking test required in DGR,
2 UN38. 3B M 5
The UN38.3 Test Summary No. (s)
812300600028245
VE4HE BAF A I 4E.,
Please scan the QR code on the right for more information,
Hh e A I e NN, T RENRIES SRS,
it R IS M B L I
) Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed in a strong
3 rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits.
$DOR 1B A4z (il ith L AR R BRI A e fEFRiE A PR iR, FEEAE M e e, WIZBUNAIE A8, 2. 158, 2. 2rf A%
R, j
Cells or batteries shipped under the provisions of Section IB in TATA DGR must be described on a Shipper’ s Declaration as,
4 set out in Section 8, and the air waybill, when used, must contain the applicable information required by 8.2.1 and 8.2. 2. i{
B (e P 92 1 e il B ) WL T B 1 AR (DGRERT. 3. X) 4b, B3R 0A ZTHEDCRIET. L. CHTARMER A it A Bt dic 7. 63RRDGRIA
7. 1. CHTR 8 Ll bR v] 4R FH 2220264212 H31H .
RN AHZDORT. 1. 4. 1 (a) 1 (b) BEERARI, MEAMET. 1, 4. 1 (c) F ERIT LA AR A G5 R
BRI E RN FR4E (DGRIFT. 4.B) .
Each package must be durably and legibly marked with the battery mark shown in Figure 7.1.C in IATA DGR in addition to the
5 Class 9-Lithium Battery or Sodium Ion battery hazard label (Figure 7.3.X in IATA DGR). Note:The mark illustrated in Figum_
7.1.C of the 63rd edition of DGR may continue to be used until 31 December 2026.
Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition the net
weight when required by 7.1.4.1(c) must be marked on the package.
Fach package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).
AL S SR (1. 4STHERSE) . 2. 1T BRI, SR3LE BN, 4. VIR 5 ATE (RBYS. 1 T00 UL P I A5 fe e i B b ) — A
FeEURAREA.
Lithium cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in
6 Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1
(flammable solids) or Division 5.1 (oxidizers).
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